










European Adult 37.0 38.0 39.0 39.5 40.5 42.0 43.0 44.5 46.0 46.5 48.0 49.5

Mondo 15.5 16.5 17.5 18.5 19.5 20.5 21.5 22.5 23.5 24.0 24.5 25.5 26.5 27.5 28.5 29.5 30.5 31.5 32.5

Men - US Sizing 2.5 3.5 4.5 5.5 6.0 6.5 7.5 8.5 9.5 10.5 11.5 12.5 13.5 14.5

Women - US Sizing 5.5 6.5 7.0 7.5 8.5 9.5 10.5

Kids - US Sizing 9.5 11 12 13 14 1.5 2.5 3.5 4.5 5.0 5.5

Model shell width size type

R2006 World Cup 92mm Mondo 266 276 284 293 303 314 320

RS 97mm Mondo 266 276 286 296 306 316 326 336

RX / RS Wide 100mm Mondo 276 276 286 296 306 316 326 336 346

RS S.C. 110/ 90 (Short Cuff) 97mm Mondo 276 276 286 296 306 316

Race Team 70 98mm US-mens 266 276 284 292 300 308 317

RSJ 65 junior Mondo 268 275 286 298 308

RSJ 60 junior Mondo 240 249 259 268 275 286 298 308

RSJ 50 junior Mondo 231* 231* 240* 249* 259*

* Childrens boot sole norm

Lange Boot Sole Sizes & Lengths in millimeters (mm)
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RACE DEPARTMENT TUNING SPECIFICATIONS

WORLD CUP TUNING SPECS

event / ski base degree side edge degree notes
DH 1 3 sharp tip to tail with light dulling at tip and tail by athlete preference
SG 1 3 sharp tip to tail with light dulling at tip and tail by athlete preference
GS .7 or 1 3 sharp tip to tail no dulling
SL .5 or 1 3 or 4 sharp tip to tail no dulling

RECOMMENDED JUNIOR RACER TUNING SPECS

event / ski base degree side edge degree notes
DH 1 2 sharp tip to tail with light dulling roughly 2" to 4 " from contact point of tip and tail
SG 1 2 sharp tip to tail with light dulling roughly 1" to 3 " from contact point of tip and tail
GS 1 2 sharp tip to tail no dulling
SL .7 or 1 2 sharp tip to tail no dulling
JUNIOR 1 1 or 2 sharp tip to tail no dulling as a general rule

Note:  these are general world cup tuning guide lines.  Using different base and side bevels can drastically change the performance of a ski, this is 
based on athlete preference.  Large side edge bevels will reduce ski life considerably.



 

 
 

Free-Hand Plate Mounting Guidelines 
 

1. Assembly plate and position plate center on ski center mark 

 
2. Align the plate side-to-side on the ski.  This can be done visually and/or 

measured by using a caliper or tape measure 
3. Secure the plate with at least 2 clamps 

 
4. On the I-Box plate you will notice 4 holes that are not floating, and 5 holes 

that have floating slots. 
5. The 5 holes that require floating inserts, position the floating insert in 

center of the floating slot.    

    
6. Using a regular 7/32-inch drill bit.  Lightly tap the drill bit through all the 

inserts, making a small mark (dimple) on the ski.  Do not use any pressure 

    
7. Remove the plate from the ski; you will have center drill marks (dimples) 

on the ski were you need to drill with the proper ski drill bit 

 
 

8. Drill all the dimples with a 4.1x9.5 ski drill bit 
9. Mount the plate  
10. Mount binding in the correct holes for the boot sole length 



Adult Boot Sole ISO standards 
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SCHEDULE B 
Rossignol Ski Company, Incorporated (“Rossignol”) 

 
ROSSIGNOL LIMITED PRODUCT WARRANTY -Race Stock Products 

 
The Rossignol products provided under this Lease Agreement will be warranted by Rossignol to 
be free of defects in workmanship and materials for a period of two years from the date of 
delivery.  If a product proves to be otherwise, Rossignol, in its sole discretion, will repair or 
replace the defective product at Rossignol’s expense.  Rossignol will not be responsible for any 
costs associated with the loss of use of any product.  This limited warranty is subject to the 
following limitations: 
 
All products for which a warranty claim is being made must be returned to a Rossignol Service 
Center for inspection.  All products are to be shipped prepaid and insured.  Rossignol assumes no 
responsibility for products during shipment to a Service Center.  Shipping costs are not 
refundable. 
 
Repaired or replaced product will be returned in a reasonable amount of time.  Return shipping 
costs will be borne by Rossignol. 
 
This limited warranty does not apply to: 

a) Normal racing wear and tear. 
b) Impact related damage, such as rocks or trees. 
c) Racing gate impact/contact damage. 
d) High speed crash damage 
e) Damage resulting from faulty or improper mounting of bindings. 
f) Damage caused by the use of non-Rossignol hardware while mounting bindings. 
g) Damage from the use of solvents, adhesives or other substances not specifically 

determined for use on ski or snowboard products. 
h) Any damage caused from anything other than defects in material or workmanship. 

 
Coverage under this limited warranty is void if any modifications or alterations have been made 
to the product not specifically authorized in writing by Rossignol.  Repaired or replaced products 
are covered only for the remainder of the original warranty period. 
 
All warranties implied by state law, including the implied warranties of merchantability and 
fitness for a particular purpose, are hereby limited to the duration of the written warranty.  Some 
states do not allow limitations on how long an implied warranty lasts, so the above limitation 
may not apply.  With the exception of any warranties implied by state law as hereby limited, the 
foregoing express limited warranty is exclusive and in lieu of all other warranties, guarantees, 
agreements and similar obligations of manufacturer or seller. 
 




